A/C Pressure Relief Valve - US Made Mini A/C PRV

Small size delivers a cost-effective, light-weight design

Made in USA

&) SCHRADER PACIFIC

Advanced Valves

Compact design
Light-weight

Low cost

~ Flexible calibration:

+/- 50 psi to the mean; 2.0 + Cpk

125°C capability

HNBR seal

HNBR o-ring

Choose brass or aluminum construction

100% tested and validated on fully automated
assembly equipment

Meets domestic and foreign performance
specification requirements

Due to the variety of operating conditions or applications,
the customer is responsible to perform their own testing to
insure performance, safety and warning requirements for
the intended application.
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A/C Pressure Relief Valve - US Made Mini A/C PRV

Current part numbers
Part Dust Shield Thread Material Calibration Oring Color
540383 N 3/8-24 Brass Uncalibrated Green
0540700001 N 3/8-24 Aluminum 450psi [3.1MPa] | Green
9010500047 N 3/8-24 Brass 535psi [3.6MPa] | Green Made in USA
9012000047 N 3/8-24 Brass 535psi [3.6Mpa] | Tan
9010540047 N 3/8-24 Brass 540psi [3.9MPa] | Green
9011630047 N M10x 1.25 Brass 551psi [3.7MPa] | Blue
0540458001 Y M10x 1.25 Brass 551psi [3.7MPa] | Green
9011660047 Y M10x 1.25 Brass 551psi [3.7MPa] | Blue
0540488001 Y 3/8-24 Brass 575psi [3.95MPa] | Green
0540489001 N 3/8-24 Brass 575psi [3.95MPa] | Green
0540548001 Y 3/8-24 Aluminum 575psi [3.95MPa] | Green
9011650047 Y 3/8-24 Brass 580psi [3.9MPa] | Green

Available Thread: 3/8-24 or M10 x 1.25

Existing calibrations available from 450psi [3.1MPa] to 640psi [4.4MPal, tolerance varies with setpoint

Dust Shield available on calibrations between 535psi [3.6MPa] and 580psi [3.9MPal]

Custom calibrations available for typical OF volumes. Submit details through any of our sales team as listed on the footer of the web page or use
the “Contact Us” page with requirements/details.

Calibrated for use with gaseous R1234yf and R134a, with PAG or POE oils

All calibrated PRVs are lot traceable and permanently marked with the calibration setpoint

Dry installation torque: 5.4 — 14.9 Nem (4.0 - 11.0 ft-lb)
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NOTES:
c 1. VALVE MUST BE COMPLETELY CLEAN & FREE FROM BURRS & | C
(0_551 [14]) OTHER FOREIGN MATERIAL.
2. ASSEMBLY SHALL BE DATE STAMPED WHERE INDICATED.

SEE NOTE #3 & #5 3. ADJUSTING FEATURE IS TO BE STAKED TO PREVENT
STAMPING TO BE ON OPPOSITE SIDES ACCIDENTAL ADJUSTMENT.

N B S 4, ASSEMBLY SHALL BE STAMPED "X.X MPA" WHERE INDICATED.
"X.X" MPA ON ONE SIDE, TRACEABILITY—! 5. ASSEMBLY TO BE CALIBRATED TO OPEN AT 575 PSI NOMINAL,
DATE CODE TO BE JULIAN DATE WITH

(XXX PST [X-X MPG] MIN., X.X PST [X.X MPa]_MAX. )
SHIFT - YDDDS 6. RECOMMENDED DRY INSTALLATION TORQUE: 5.4 fo 14.9 N*M
(4010 11.0 FT*LB)
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2 PRV PIN CDA 360 BRASS 1

3 SEAL HNBR 1

4 ORING HNBR 1

5 SPRING 17.7 PH STAINLESS STEEL 1

a 6 | SETSCREW CDA 360 BRASS 1
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