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THIS IS AN OVERVIEW OF OUR R134 TO R1234YF RETROFIT FITTING ADAPTOR PORTS AND 

INSTALLATION METHODS.  
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CRIMPED DESIGN AS RECIEVED 
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CRIMPED DESIGN INSTALLATION GUIDE 

FOR TYPICAL BRAZE PORTS WITH SERVICABLE CORES

STEP 1. REMOVE REMAINING R134a PER 

SAE PROCEDURE.

STEP 2.  INSPECT FOR CONTAMINATION, 

RESIDUE, NICKS OR DAMAGE, IF NEEDED, 

CLEAN NOSE ENDS OF R134a PORTS WITH 

TYPICAL ½” TUBE CLEANING BRUSH IF 

ACCEPTABLE FOR RETROFIT.  USE AIR GUN 

TO BLOW OUR ANY LOOSE DEBRIS OUT OF 

VALVE MOUTH.

STEP 3. REMOVE EXISTING CORE FROM 

LOW SIDE & HIGH SIDE R134a FITTING ON 

AC LINES.

STEP 4.  REMOVE SEALING CAPS OFF 

R1234yf RETROFIT ADAPTORS

STEP 5.  INSTALL R1234yf RETROFI.T 

ADAPTERS ONTO R134a PORTS.

STEP 6:  CENTER CRIMP OVER ADAPTER 

NOSE.

STEP 7.  CRIMP FULLY ONCE & ROTATE 90 

DEG., ADD SECOND CRIMP  (SEE SH. 6 FOR 

CRIMP ADJUST 1-4 SETTING TO INCREASE 

CRIMP  LOAD).

STEP 8.  READY FOR CHARGE.
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HS & LS UNIVERSAL CRIMP 

SHORT HANDLE TOOL DESIGN W/4 SETTINGS
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UNIVERSAL HS & LS CRIMP TOOLS

ADJUST DIAL FROM 1-4 TO 
INCREASE CRIMP FORCE

IF NEEDED
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SNAP CLIP TO LOCK DESIGN AS RECEIVED
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SNAP TO LOCK DESIGN INSTALLATION GUIDE 

FOR TYPICAL BRAZE PORTS WITH SERVICABLE CORES

STEP 1. REMOVE REMAINING R134a PER 

SAE PROCEDURE

STEP 2.  INSPECT FOR CONTAMINATION, 

RESIDUE, NICKS OR DAMAGE, IF NEEDED, 

CLEAN NOSE ENDS OF R134a PORTS WITH 

TYPICAL ½” TUBE CLEANING BRUSH IF 

ACCEPTABLE FOR RETROFIT.  USE AIR GUN 

TO BLOW OUR ANY LOOSE DEBRIS OUT OF 

VALVE MOUTH.

STEP 3. REMOVE EXISTING CORE FROM 

LOW SIDE & HIGH SIDE R134a FITTING ON 

AC LINES.

STEP 4.  REMOVE SEALING CAPS OFF 

R1234yf RETROFIT ADAPTORS

STEP 5.  INSTALL R1234yf RETROFIT 

ADAPTERS ONTO R134a PORTS

STEP 6:  SNAP TO LOCK WITH A LONG 

SOCKET 11/16” LS & 13/16” HS TO ASSIST   

LOCKING SLEEVE INTO LOCKED POSITION 

(SEE SH. 9 BELOW FOR DETAIL)

STEP 7.  READY FOR CHARGE
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SNAP TO LOCK DESIGN OPTION IN LOCK POSITION 
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2-PC VALVE HS THREADED PORT 

SCHRADER & AEROQUIP OPTIONS

HIGH SIDE

R1234yf 

SCHRADER

2-PC

VALVE

HIGH & LOW SIDE

R1234yf 

AEROQUIP 2-PC

VALVES

STATUS: 

UMKNOWN

SAME THREAD AS R134A: 

NO THREAD-LOK 

TO SECURE

SERVICEABLE CORE

STEP 1. REMOVE REMAINING REGRIGERANT 

R134a PER SAE PROCEDURE.

STEP 2. REMOVE EXISTING 2-PC VALVE 

FROM LOW SIDE & HIGH SIDE R134a ON AC 

LINES. 

STEP 3A.  IF SCHRADER (LEFT) - INSTALL 

NEW R1234YF SCHRADER VALVE IN R134A 

PORT. GO TO STEP 7: READY FOR CHARGE.

STEP 3B.  IF AEROQUIP (RIGHT) –

REMOVE/GUT THE INTERNAL VALVE 

COMPONENTS, REINSTALL BACK INTO PORT.

STEP 4.  REMOVE SEALING CAPS OFF 

R1234yf RETROFIT ADAPTORS.

STEP 5.  INSTALL R1234yf RETROFIT 

ADAPTERS ONTO R134a PORTS

STEP 6A:  CRIMP STYLE – CRIMP FULLY 

ONCE & ROTATE 90 DEG., ADD SECOND 

CRIMP  (SEE SH. 6 FOR CRIMP ADJUST 1-4 

SETTING TO INCREASE CRIMP  LOAD).

STEP 6B:  SNAP STYLE - SNAP TO LOCK WITH 

A LONG SOCKET 11/16” LS & 13/16” HS TO 

ASSIST   LOCKING SLEEVE INTO LOCKED 

POSITION (SEE SH. 9 FOR DETAIL)

STEP 7.  READY FOR CHARGE



11

DISCLAIMER

The Schrader-Pacific Advanced Valves R134A to R1234YF retrofit products (the “Products” or “Product Line”) constitute non-

OEM auto parts.   

Schrader-Pacific warrants the quality of these Products only when installed according to this Installation Guide.

Schrader-Pacific has provided this Installation Guide with this Product Line providing clear direction for proper installation to 

mitigate and minimize risks associated with improper fitting and/or installation. This specifically includes, but is not limited to, 

with respect to retrofit over fittings with contamination, residue, nicks or damage on the seal surfaces and/or nose ends will 

affect the long-term performance of the Product seals. Care should be taken to properly install the Products within this Product

Line in accordance with this Installation Guide. The application, installation and processing of the Schrader-Pacific Product is 

beyond our control and therefore the sole responsibility of the user or dealer. Due to varying procedures and conditions, 

Schrader-Pacific’s written or verbal instructions are based on experience with our Products, which may be updated from time to 

time, and we strongly recommend thorough inspection and testing of the product prior to actual use.

This warranty does not cover problems that result from abuse, accident, misuse, improper installation. It expressly does not 

cover uses or installation practices which deviate from or are not in accordance with these Installation Guidelines. It also 

specifically excludes Products for which Schrader-Pacific has not received payment.

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS WHICH MAY VARY FROM STATE TO STATE. RESPONSIBILITY FOR 

DEFECTS IN MATERIAL AND WORKMANSHIP SHALL BE LIMITED TO REPAIR AND/OR REPLACEMENT AS SET FORTH IN THIS 

WARRANTY. ALL EXPRESS AND IMPLIED WARRANTIES, INCLUDING BUT NOT LIMITED TO, IMPLIED WARRANTIES AND 

WARRANTIES OF MERCHANTABILITY AND/OR FITNESS FOR A PARTICULAR PURPOSE ARE EXPRESSLY DISCLAIMED.

WE DO NOT ACCEPT LIABILITY FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES, OR FOR ANY THIRD-PARTY CLAIMS FOR 

DAMAGES AGAINST THE RETAIL/DEALER PURCHASER OF THIS PRODUCT. SOME STATES DO NOT ALLOW THE EXCLUSION 

OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THIS MAY NOT APPLY TO YOU.
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PLEASE DON’T HESITATE TO CALL DURING THE 

PROCESS & I WILL ASSIST AS MUCH AS POSSIBLE BY 

EMAIL OR PHONE.

MAY CONTACT INFO IS:

MAJOR GILBERT

SENIOR PRODUCT SPECIALIST

434-369-8809

MGILBERT@SCHRADER-PACIFIC.COM

MY SCHEDULED HOURS ARE BETWEEN 6:30-12 NOON 

M-T TO REACH ME BY PHONE, BUT I HAVE FULL 

ACCESS TO MY EMAILS M-F WORKING HOURS.


