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The adaptation of heat pump systems for EV HVAC (Electric Vehicle Heating, Ventilation and Air Conditioning) 
has expanded the need for threaded housings/cores. Schrader Pacific has extensive experience producing A/C 
valves in aluminum, steel and brass including integrated valves and traditional core designs.

For a complete listing of our A/C housing/core combinations, visit the catalog section of our website and 
download the A/C Housing and Cores Matrices for R1234yf and R134a. For custom configurations, contact 
any of the Schrader Pacific sales team listed on our website. 
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NOTES:
ALL EXTERNAL INTERFACE DIMENSIONS CONFORM TO SAE J639.1.
ALL ANGLES ARE 45.0  UNLESS OTHERWISE SPECIFIED.2.
MADE FROM 16.5MM OCTAGON BAR STOCK.3.

DUE TO THE VARIETY OF OPERATING CONDITIONS OR APPLICATIONS, THE CUSTOMER IS RESPONSIBLE TO PERFORM THEIR
OWN TESTING TO INSURE PERFORMANCE, SAFETY AND WARNING REQUIREMENTS FOR THE INTENDED APPLICATIONS
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WEIGHT ≈ 8.944g

REVISIONS

REV. DESCRIPTION DATE APPROVED

A MADE FROM 123415 - REV A 1/18/12 MHG/JS

B ADD PROPRIETARY AND WEIGHT 10/19/2017 DWH 10/19/2017

ITEM NO. QTY. DESCRIPTION MATERIAL
1 1 HOUSING ALUMINUM
2 1 PIN ASSEMBLY BLACK HNBR/BRASS
3 1 SPRING STAINLESS STEEL
4 1 CLIP, RETAINER CARBON STEEL
5 1 O-RING RED HNBR

D

C

B

A

B

C

D

12345678

8 7 6 5 4 3 2 1

E

F

E

F

A

G-123415

PRIMARY SEAL
R1234 HIGH SIDE

0123415001

ANGLES +/- 1°                  
DO NOT SCALE DRAWING
BREAK SHARP EDGES .01 [.25] MAX 
GEOMETRIC DIMENSIONING & TOLERANCE
SYMBOLS PER ASME Y14.5M-2009

THIRD ANGLE 
PROJECTION

ALL DIMENSIONS ARE IN:
METRIC [MM]

3.2125MIN. SURFACE
FINISH (Ra)

0.5
0.127

2.54
0.02
0.005

0.1

X.XXX
X.XX
X.X

METRIC
(MM)INCHESDIMENSION

DESIGNED BY:

02.19.10

03.01.11

03.01.11

DATE:

DATE:

DATE:

T.WERNER

B.RIELEY

D.VENINGA

DRAWN BY:

Schrader International Inc.
North American Operations
Altavista, VA.  U.S.A.

1 OF 12:1

ASSEMBLY
DRAWING OF:

CHECKED BY:PROPRIETARY NOTICE
              

THE DESIGN AND TECHNICAL INFORMATION APPEARING ON THIS DRAWING 
IS THE PROPERTY OF SCHRADER INT'L. INC.,AND IS DISCLOSED IN 

CONFIDENCE. IT IS NOT TO BE COPIED, REPRODUCED, REVEALED TO 
ORAPPROPRIATED BY OTHERS, EITHER IN WHOLE OR INPART WITHOUT 

THE EXPRESS PRIOR WRITTEN CONSENT OF SCHRADER INT'L. INC.
SHEETSIZEDWG NO. PART NO.SCALE

C
REV

TOLERANCES UNLESS
OTHERWISE SPECIFIED

B

Threaded A/C housings
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AC Housing and Cores Matrix for 1234yf (pages 2/3). For a custom configuration to meet you particular
requirements, contact any of the Schrader Pacific sales team listed on our website. 

Threaded AC housings


